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= Reusable digital temperature indicator
= Accurately monitor two low and two
high preprogrammed threshold
temperatures (between -20°C and +60°C)
* Indicate time and duration of a

temperature breach (up to 40 days)
*= Accuracy of +/-0.4°C for refrigerated
applications

= |P 54 Protection Classification
(Splash Proof & Dust Proof)

= Delayed starttime of up to 199 minutes

Operating Range -20°C to +60°C(-4 to +140°F)

+0.4°C(0.72°F) from -20°C to +30°C(-4 to +86°F)
Accuracy £1.3°C(2.3°F) from 30°C to 60°C(86 to 140°F)

Resolution 0.1°C/0.1°F
IR o
Shelf Life 2 Years from Time of Programming
60 x40 x7.7mm (2.36x1.57x0.3 inch)
: 18 grams(0.64 oz) including one lithium cell (CR2032x1)

Elapsed time Max: 40 days

Protection class IP 54
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8 Parameter Settings Low Temp 2

Excursion Time High(Max: 40 days)
Excursion Time Low (Max:40 days)
Delay Start Time (0-199 minutes)
Sampling Interval (1-199 minutes)

*Note: Do not y part of the The should be stored at room temperature
between -25 to +60°C (-13~140°F).

A new way to measure temperature




