Fixed Infrared Sensors
ZF210C

Small and robust infrared temperature sensor

2-wire installation

Linear current output

Easy installation and connection
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Semiconductor/ Automation
LCD/ Print/ Foods

Working environment
temperature higher than 40°C

ZyTemp

A new way to measure temperature
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4~20mA ; linear to temperature;
install independent current

100 Ohms; Max. Loop load: 700 Ohms
Fixed at 0.95

2.0% of reading or 2.0°C/3.6 °F,whicheveris
greater

1% of measured value or 1°C/ 1.8°F ,
whichever is greater

1 mlength, PVC

24 V DC(12vVDC~24VDC) @20 mA ,
Ripple< 2.5%, Maximum current draw<10 mA

-10 ~65°C /14~122°F

-20~70°C/-4~158°F
Stainless Steel Tube

L=91 mmx ®=22mm/165g

EC68-2-27(MIL STD 810D), 3 axis, 11 to 200 Hz, 3G

IEC68-2-27(MIL STD 810D), 3 axis, 11 ms, 50G

Specifications are subject to change without notice.
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Step 2: Adjustable Mounting Bracket(The bracket is optional)

Step 3: The sensor parts assembly

Sensor

Ie——Dislance=600[23.6]
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Wire No | Wire Color| Label | Function
1 Green CLP | Current Loop plus(V+)
2 Yellow CLM | Current Loop minus(V-)
3 White - Only factory use
4 Brown - Only factory use
5 Grey = Only factory use
6 Bare = Only factory use




